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1200 kg
230V/50Hz
0,75kW
570-1920 mm
770 x 1400 mm
<70 dB (A)
400 kg

 

CAPACITY:
POWER SUPPLY:
MOTOR POWER:
LIFTING HEIGHT:
PLATFORMS:
NOISE LEVEL:
WEIGHT:
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Electrohydraulic lift for wheel alignments  electrohydraulick axle jacks
 pneumatically released height lock  long expansion plates, recesses under

turntables  lift designed for mounting in a moat  mechanical, pneumatically 
releasable height lock, photocell synchronization control  safe control of the lift 
24V from the level of the external control box  hydraulic safety devices in 
the event of a sudden oil leak or overload  extreme and safe sensor platform 
locations  sound signal of the final descent phase.
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WP1200Fq1200 jest wyjątkowo zaprojektowany do demontażu i montażu akumulatorów pojazdów elektrycznych. 
Ten produkt może być również używany do demontażu i montażu różnych innych elementów, 
takich jak: silniki, skrzynie biegów, zbiorniki paliwa, zawieszenia, kołyski, elementy układu podwozia 
i przyszłe układy napędowe

Capacity: 1200 kg 

WP1200  is uniquely designed for removal and installation of 
electric vehicle batteries. This product can also be used for 
removal and installation of various other components, such as: 
engines, transaxles, fuel tanks, suspensions, cradles, chassis 
system components, and future powertrains.
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